
•	 Motor : 
•	 Frame & Impller : Metal
•	 Storage	temperature	:	-40°	to	+75°
•	 Operating	temperature	:	-10°	to	+65°

General	Specifications

Major	Characteristic	Parameters

    series

Model	 Size(mm) Rated	
Voltage

Rated	
Frequence

Rated
Currency

Input
Power

Rated							
Speed

Maximun
Air	Flow

Maximum	
Static	Pressure

Sound				
Level

Weight

Part	NO. A B C V Hz A W RPM m3/min CFM mm-Aq In-H2O dBA g

Induction	capacitor	motor

C60 321mm~444mm
 F 

CC60300A11 306 321 411 110 60 0.33 37 2800 5.5 194.34 7.4 0.291 55 1640

CC60300A22 306 321 411 220 50 0.14 30 2600 5.2 183.74 5.0 0.196 53 1640

CC60360A11 368 383 473 110 60 0.35 39 2500 6.5 229.68 5.5 0.216 56 1710

CC60360A22 368 383 473 220 50 0.16 34 2500 6.5 229.68 5.5 0.216 56 1710

CC60420A11 429 444 534 110 60 0.36 40 2400 6.8 240.28 4.8 0.188 56 1785

CC60420A22 429 444 534 220 50 0.17 36 2400 6.8 240.28 4.8 0.188 56 1785

m
m
-A
q

8.00

0.00

1.00

2.00

3.00

4.00

5.00

6.00

7.00

m
m
-A
q

0.00

1.00

2.00

3.00

4.00

5.00

6.00

m
m
-A
q

0.00

1.00

2.00

3.00

4.00

5.00

6.00

CFM
0.0 250.0200.0150.0100.050.0

CFM
0.0 250.0200.0150.0100.050.0

CFM
0.0 250.0200.0150.0100.050.0

60Hz

50Hz

60Hz

50Hz
60Hz

50Hz

A

B

C

20
50

10
60

30

20
9864

58

90

2-ø3.1	hole
Air	Flow

unit:mm

深
圳
市
圣
贤
电
子
有
限
公
司


