
•	 Motor : 
•	 Frame & Impller : Metal
•	 Storage	temperature	:	-40°	to	+75°
•	 Operating	temperature	:	-10°	to	+65°

General	Specifi	cations

Major	Characteristic	Parameters
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Air	Flow
2*8ø2.5	hole

unit:mm

CE30090A11 98 108 154 110 60 0.08 7 3200 0.4 14.13 1.1 0.043 32 390

CE30090A22 98 108 154 220 50 0.06 8.5 2700 0.3 10.60 0.8 0.031 30 390

CE30150A11 160 170 222 110 60 0.11 8.5 3200 0.8 28.26 1.2 0.047 35 520

CE30150A22 160 170 222 220 50 0.07 10.5 2700 0.6 21.20 0.9 0.035 32 520

CE30190A11 198 208 260 110 60 0.11 9 3150 0.9 31.80 1.4 0.055 36 540

CE30190A22 198 208 260 220 50 0.07 11 2700 0.8 28.26 1.0 0.039 32 540

CE30290A11 300 310 366 110 60 0.17 13.5 3150 1.6 56.53 1.6 0.062 37 670

CE30290A22 300 310 366 220 50 0.08 12.5 2700 1.4 49.46 1.1 0.043 34 670

深
圳
市
圣
贤
电
子
有
限
公
司


